
 CFCⓇ-6330N

Wetting ․ dispersing additive for organic solvent system

Main component : 

High molecular speciality polymer

Physical & Properties :

Appearance(KSM2051)          Slight yellow liquid

Solid content(KSM2113)              59~61%

            Gravity(KSM2131)                       1.00~1.04

            Flash point(KSM6011)                 28℃

            Solvent                                      Butyl acetate/PMA/Xylene

                              

Product Features :

Superior wetting ․ dispersing for high oil absorption carbon black  

        Superior wetting ․ dispersing for high oil absorption organic pigments 

        Superior dispersing for high concentration pigments 

         Superior deflocculation effect 

Application fields :

        Automotive, refinish coating system  

        Plastic coatings, general industrial system  

        Coil coatings  

Recommended dosage  :

0.1~2.0% on total formulation   

Adding method  :

CFC-6330N must be add post dispersing process. 

            Some separation or paste maybe occurred at the temperature below 2℃ storage or transportation.

               If the case is observed, mix this product well keeping it warm at 30~60℃ before using.

 

Packaging :

17kg can, 180kg drum 

The others  :

Refer to the MSDS for toxicity and safe handling information.

※Our information in document is based on our best knowledge. We disclaim any warranty and liability whatsoever as to accuracy and completeness of 
such information as well as to the potential infringement of any proprietary rights. We reserve the right to effect technical alterations. Any user of our 
products shall bear the full risk connected to their use including but not limited to their properties and fitness for any purpose. 


