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Main component

  Polycarboxylic acid ester copolymer

Physical & Properties

  Appearance Dark Yellow clear liquid
  Solid content (%) 98 ± 2
  Gravity (20℃) 0.92 ± 0.02
  Flash point (℃)          45 

Product Features

 Reduce dispersion time due to it’s superior 
  wetting ․ dispersing
 Superior storage stability due to it’s deflocculation
 Capable of making enamel tinter for the
  architecture paints
 Improve DOI due to it’s anti-floating and anti-
  flooding

Recommended dosage

 2.0~5.0％ on inorganic pigments
 5.0~7.0％ on organic pigments
 8.0~10% on carbon black

Application fields

 Medium, long oil enamel coatings for the 
  architecture
 Urethane, fast air drying enamel based modified 
  styrene coatings
 Alkyd coatings tinter for toner
 Acrylic air drying and short oil lacquer coatings

Incorporation and Processing Instructions

 CFCⓇ-680E is more effective to add in dispersing 
  process

Packaging

   16kg can, 180kg drum

The others

 Refer to the MSDS for toxicity and safe handling 
 information.
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※ Our information in document is based on our best knowledge. We disclaim any warranty and liability whatsoever as to accuracy and completeness of such information as
well as to the potential infringement of any proprietary rights. We reserve the right to effect technical alterations. Any user of our products shall bear the full risk connected to 
their use including but not limited to their properties and fitness for any purpose.

CFC®-680E
    Wetting ․ dispersing additive 
   for anti-flooding in organic solvent system


