
CIMA-440

Additive to improve dispersing and anti-settling

Main component :

Polyolefine wax

Physical & Properties :

Appearance(KSM2051)        Soft paste 

Solid content(KSM2113)        23~25%

        Gravity(KSM2131)                       0.81~0.91

        Flash point(KSM6011)         25℃

        Solvent                                 Xylene

Product features :

 

Superior dispersing stability and anti-settling

Effective anti-sagging

Superior viscosity stability in long term storage

Application fields :

• Short, medium, long oil alkyd coatings

• Alkyd, acrylic high temperature baking system

• Red lead, zinc chromate, zinc rich paint 

        • Industrial, marine and high build type of heavy-duty coatings

        • Heat resistant coating and wash primer coatings   

  

Recommended dosage :

3.0~5.0％ on total formulation

Adding method :

CIMA-440 can be used let down process and its dispersing temperature can be 

          applied in wide range from room to 40~60℃

       

Packaging :

14kg can

The others :

Refer to the MSDS for toxicity and safe handling information

※Our information in document is based on our best knowledge. We disclaim any warranty and liability whatsoever as to accuracy and completeness of 
such information as well as to the potential infringement of any proprietary rights. We reserve the right to effect technical alterations. Any user of our 
products shall bear the full risk connected to their use including but not limited to their properties and fitness for any purpose. 

 


