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Main component

  Polyvinyl ether and ester copolymer

Physical & Properties

  Appearance Slight yellow liquid
  Solid content (%)42 ± 2

Gravity (20℃) 0.88 ± 0.02

Product Features
 

  Haze of film is not happened at even high dosage of
addition

  No cratering problem during defoamingㆍ deaerating
  Excellent  deaerating  performance  during spraying,

roller and brushing coatings 

Application fields

 Industrial and Heavy-duty coatings
 Unsaturated polyester and acrylic coatings
 Wood and PCM coatings

Recommended dosage

 0.1~1.5% on total formulation 

Incorporation and Processing Instructions

 Incorporation in the mill base is recommended but it 

should be incorporated with a high speed mixer in the 

case of post addition 

Packaging

   15kg can, 170kg drum

Storage and Transportation
 Separation or turbidity may occur during the storage
 and transportation 
It should be mixed properly and well shaken before
use 
 Shelf life : 36 months

The others

 Refer to the MSDS for toxicity and safe handling 
 information.
� The values  indicated  in  this  data  sheet  describe

general  properties  and  do  not  product  specification
warranty
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※ Our information in document is based on our best knowledge. We disclaim any warranty and liability whatsoever as to accuracy and completeness of such information as
well as to the potential infringement of any proprietary rights. We reserve the right to effect technical alterations. Any user of our products shall bear the full risk connected to 
their use including but not limited to their properties and fitness for any purpose.

Depol CFC®-157K
 Defoaming⋅deaerating  additive  for  organic
solvent system


