
CHEONGWOO CFC® CO., LTD.

Main component

hydrophobic sulfonic acid catalyst

Physical & Properties

  Appearance          Clear, amber liquid
Solid content (%) 55 ± 2
Gravity (25℃) 0.95 ± 0.02
Solvent Isobutanol

Product Features

 Excellent water, salt spray, detergent resistance
 Superior adhesion to a variety of substrates
 Low conductivity for electrostatic spray
 Soluble in aromatic hydrocarbons

Recommended dosage

   0.5 to 2.0% as supplied on total resin solids.

Incorporation and Processing Instructions

   May be added to the coating with agitation as

supplied or pre-diluted with alcohol.

Cata CFC®-5155
 Strong Acid Catalyst

Application fields

  Waterborne can coatings
  Coil coatings
  Automotive primers
 Appliance finishes
 Printing inks
 Electrostatic spray applications
 Electro coatings
 General industrial

Solubility

   Soluble  in  alcohols,  glycol  ethers,  glycols,
esters,  ketones  and  aromatic  hydrocarbons.
Insoluble in water and aliphatic hydrocarbons.

Storage & Packing 

  Shelf life : 24 months
  Packing : 18kg can, 200kg drum

The others

 Refer to the MSDS for toxicity and safe handling 
 information.
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※ Our information in document is based on our best knowledge. We disclaim any warranty and liability whatsoever as to accuracy and completeness of such information as
well as to the potential infringement of any proprietary rights. We reserve the right to effect technical alterations. Any user of our products shall bear the full risk connected to 
their use including but not limited to their properties and fitness for any purpose.


