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SPECIALTY ADDITIVE

CIMA®465

Additive for rheology in plastic applications such as

vinyl ester and epoxy resins, unsaturated polyester

resins.

Main component Recommended dosage

Polyamide resin
y * 20~40% on pyrogenic silica in vinyl ester resin

* 10~30% on pyrogenic silica in other resin

¢ 1~3% on inorganic fillers
Physical & Properties

Incorporation and Processing Instructions

Appearance Dark yellow liquid
Solid tent (% 52 £ 2
Go I conZ:r(1: (%) 0.92 + 0.02 * CIMA-465 can be added to the paint either before or
it ° . = 0.
ravity ( ) after the dispersion of the fumed silica.
Flash point(°C) 25

Packaging

Product Features . .
¢ 18kg plastic can, 180kg plastic drum

* Prevent resin separation St dT tati
. . . . . orage an ransportation
* Superior thixotropic, flow control anti-settling 9 P

properties
. . . ¢ Shelf life: 24 months
¢ It can be used in various resins
* Increase thixotropic of fumed silica.

The others

Application fields ¢ Refer to the MSDS for toxicity and safe handling

information.

« Unsaturated Polyester resin, epoxy and polyurethane * The values indicated in this data sheet describe
coatings that contain fumed pyrogenic silica . general properties and do not product specification

warranty
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X Our information in document is based on our best knowledge. We disclaim any warranty and liability whatsoever as to accuracy and completeness of such information as
well as to the potential infringement of any proprietary rights. We reserve the right to effect technical alterations. Any user of our products shall bear the full risk connected to
their use including but not limited to their properties and fitness for any purpose.



