
MATERIAL SAFETY DATA SHEET(MSDS)

1. CHEMICAL PRODUCT & COMPANY IDENTIFICATION

·CHEMICAL PRODUCT NAME : Slip CFC-720

·NAME OF MANUFACTURER : CHEONGWOO CFC CO., LTD.

·ADDRESS : #14-1, Eogokgongdan3-gil, Yangsan-si, Gyeongnam, korea

·TEL No. : 82-55-382-7576

·FAX No. : 82-55-382-7584

·EMERGENCY TEL No. : 82-55-338-7576 FAX No. : 82-55-338-7856

2. HAZARD IDENTIFICATION

2.1 Hazard Classification: Flammable liquids: Cat. 3

Acute toxicity (inhalation - dust and mist): Cat. 4

Skin corrosion/irritation: Cat. 2

Serious eye damage/e ye irritation: Cat. 2

Respiratory sensitizer: Cat. 1

Skin sensitizer: Cat. 1

2.2 Label Elements Including Precautionary Statements:

·

· CAUTION MARK IN KOREA

Symbol:



Signal Word: Warning

Hazard Risk Statement: H226 Flammable liquids or steam

H315 Slightly irritating to the skin

H319 Mildly to severely irritating to the eyes.

H332 Harmful if inhaled.

Precautionary Statements (Prevention):

Prevention P233 Keep container tightly closed.

P210 Keep away from ignition sources such as heat, sparks and open flames.

P280 Wear protective gloves, protective clothing, eye protection, and face protection.

P240 Ground and bond containers and storage containers.

P243 Take measures to prevent static electricity.

P260 Do not breathe particles, fume, gas, mist, vapor or spray.

P271 Use only outdoors or in a well-ventilated area. Wash thoroughly after handling.

Response P301+P310 If swallowed, get medical attention immediately.

P302+P352 IF ON SKIN Rinse with plenty of soap and water.

P305+P351+P338 IF IN EYES: Rinse cautiously with water for several minutes.

P312 Seek medical attention if you feel unwell.

Storage P403+P235 Store in a well-ventilated place and keep at low temperature.

P405 Store sealed

Disposal P501 Dispose of in accordance with the Waste Management Act in accordance with the

relevant laws and regulations.



3. COMPOSITION/INFORMATION ON INGREDIENTS

CHEMICAL NAME CAS REGISTRY NUMBER COMPOSITION (%)

Acrylic acid-2-ethylhexyl acrylate-styrene polymer 25085-19-2 50~52

Xylene 1330-20-7 48~50

4. FIRST-AID MEASURES

·EYE CONTACT : First rinse with plenty of water for several minutes (remove

contact lenses if easily possible), then take to a doctor.

·SKIN CONTACT : Wash with soap and water. Get medical

attention if irritation develops or persists.

·INHALATION : Remove to fresh air. If not breathing, give artificial respiration.

If breathing difficult, give oxygen. Get immediate medical attention.

·INGESTION : If swallowed, do not induce vomiting. Give victim a glass of water.

Call a physician immediately. Never give anything by mouth

to an unconscious person.

5. FIRE-FIGHTING MEASURES

·EXTINGUISHING MEDIA : Use powder, alcohol-resistant foam, water spray,

carbon dioxide.



·SPECIFIC HAZARDS WITH REGARD TO FIRE-FIGHTING MEASURES :

Keep personnel removed from and upwind of fire. As in any fire, wear

self-contained breathing apparatus pressure-demand and full protective gear.

6. ACCIDENTAL RELEASE MEASURES

·PERSONAL PRECAUTION : Evacuate non essential personnel.

Shut off all sources of ignition : No flares, smoking, or flames in area.

Wear proper protective equipment.

·ENVIRONMENTAL PRECAUTION : Do not let this chemical enter the environment.

·PROCEDURE FOR CLEAN UP OF SPILLS AND LEAKS :

Collect leaking and spilled liquid in closed containers as far as possible.

7. HANDLING & STORAGE

·HANDLING : Wash thoroughly after handling. Avoid contact with eyes, skin and

clothing. Do not reuse this container. Use only in a well-ventilated

area. Use spark proof tolls and explosion-proof equipment.

·STORAGE : Keep container closed when not in use. Do not store in direct sunlight.

Keep away from heat and flame.



8. EXPOSURE CONTROL/PERSONAL PROTECTION

·ENGINEERING MEASURES : Facilities storing or utilizing this substance should

be equipped with an eyewash facility and a safety shower.

Local exhaust ventilation may be necessary to control

any air contaminants to within their TLVs during the use of

this substance.

·RESPIRATORY PROTECTION : Chemical cartridge respirator with an organic

vapor cartridge. Positive-pressure self-contained

breathing apparatus.

·EYE PROTECTION : Wear safety glasses with side shields or goggles and a face shield.

·HANDS, SKIN AND BODY PROTECTION : Where contact is likely,

wear chemical resistant gloves, a chemical suit, rubber

boots. Butyl rubber is recommended.

9. PHYSICAL& CHEMICAL PROPERTIES



·Appearance : Clear liquid

·pH : Not available

·Melting point : Not available

·Boling point : Not available

·Flash point : Approx 25℃

·Density : 0.92±0.02 (20℃)

·Vapour pressure : Not available

10. PHYSICAL HAZARD(STABILITY & REACTIVITY)

·Flash point : 25 ℃

·Autoignition Temperature : Not available

·Upper and lower explosion Limit : Xylene ; 1.1%/7.0%

·Flammability : Flammable

·Spontaneous combustibility : Not available

·Reactivity witn water : Not available

·Oxidizibility : This substance is not oxidant.

·Self-Reactivity : This substance is not self-reactive.

·Stability & Reactivity : This substance will be not react to

blend with other material.

·Hazardous decomposition products : Not available



11. TOXICOLOGICAL INFORMATION

·Information on likely routes of exposure : No data available

·Health Hazard Information

○ Acute toxicity

Oral: Xylene: LD50, 3523 mg/kg Rat

Dermal: Xylene: LD50 1100 ㎎/kg Rabbit

Inhalation: Xylene: Vapor LC50 6700 ppm 4 hr Rat

○ Skin corrosive or irritating substances

Xylene- Causes moderate irritation as a result of skin irritation test in rabbits.

○ Serious eye damage or irritant:

Xylene- Causes moderate irritation as a result of eye irritation test in rabbits.

○ Respiratory Sensitization: No data

○ Skin sensitizing substances: No data

○ Carcinogenicity

Occupational Safety and Health Act: No data

Ministry of Employment and Labor Notification: No data

IARC: No data

OSHA: No data

ACGIH: No data

NTP: No data



EU CLP: No data

○ Mutagenic substances in germ cells:

Xylene : negative human epidemiology, somatic cell in vivo mutagenicity test (micronuclear

test, chromosome test) negative

○ Reproductive toxicity :

Xylene : Fetal weight loss and hydrocephalus appeared in the mouse developmental toxicity

test.

○ Target organ ․ Systemic toxicity (single exposure):

Xylene : Airway irritation, severe pulmonary congestion, pulmonary bleeding and pulmonary

edema in humans, congestion with hepatic enlargement and lobular central hepatocellular

vacuolation, point bleeding and enlargement and damage to nerve cells, increase of blood

urea, liver failure And severe kidney failure, memory loss, coma, etc. Causes anesthetic

action in laboratory animals.

○ Target organ ․ Systemic toxicity (repeated exposure):

Xylene : In humans, irritation to the eyes or nose, thirst of the throat, chronic headache, chest

pain, brain wave abnormality, shortness of breath, fever, white blood cell count, discomfort,

lung function decline, work ability decline, physical disability and mental disorder, etc.

Raised.

○ Aspiration hazard:



Xylene: If swallowed, there is a risk of causing chemical pneumonia from smoke .

○ Other adverse effects: No data

12. ECOLOGICAL INFORMATION

A. Ecotoxicity

Fish : Xylene: LC50 2.6 ㎎/ℓ 96 hr (OECD Guideline 203)

Crustaceans: Xylene: LC50 3.6 ㎎/ℓ 24 hr (OECD TG202)

Algae: Xylene: EC50 1.3 ㎎/ℓ 48 hr (OECD TG201, GLP)

B. Persistence and degradability

Persistence: Xylene: log Kow 3.15

Degradability: No data

C. Bioaccumulative

Concentration: Xylene: BCF 25.9 (Oncorhynchus mykiss)

Biodegradability: Xylene: 90% 28 day (Easy degradability, OECD TG301F, GLP)

D. Soil mobility

Xylene: 01 537 Koc (log Koc=2.73)

E. Other adverse effects

Xylene: Fish chronic toxicity test NOEC56d>1.3mg/L

Daphnia chronic toxicity test US EPA 600/4-91-003 result NOEC=1.17 mg/L

* According to the product composition, this product does not contain heavy metals or halogen



compounds.

13. DISPOSAL CONSIDERATION

Burn in a chemical incinerator equipped with an afterburner and scrubber. Do not

dump into severs, on the ground or into any body of water. Do not pressurize, cut,

weld. braze, solder, drill, grind, or expose such containers to heat, flame, sparks,

static electricity or other sources of ignition. Empty drums should be completely

drained, properly bunged and promptly returned to a drum reconditioner, or

properly disposed of.

14. TRANSPORT INFORMATION

·CLASS : 3

·UN No. : 1263

Description of the goods : paint related material

·Any transportation practice must e in compliance with laws and regulation in

your country or region.



Types of emergency measures in case of fire: F-E

Types of emergency measures in case of spill: S-D

15. LEGAL REGULATION

·Industry safety health measure law :

Xylene- hazardous substances subject to management, substances that are measured for work

environment (measurement cycle: 6 months), substances with exposure standards,

Special medical examination substances (diagnosis cycle: 12 months)

·Chemistry substance administration law : No subject chemicals

·Dangerous material safety administration law : 4 class - 2 oil class

·Regulation by the Waste Management Act: Observe the legal regulations

·Regulations by other domestic and foreign laws

Domestic regulation

Other domestic regulations: Not applicable

Overseas regulation

US management information (OSHA regulation): Not applicable

US management information (CERCLA regulation): xylene: 45.3599kg 100lb

US management information (EPCRA 302 regulation): Not applicable

US management information (EPCRA 304 regulation): Not applicable

US management information (EPCRA 313 regulation): Not applicable



US management information (Rotterdam Convention Substance): Not applicable

US management information (Stockholm Convention substance): Not applicable

US management information (Montreal Protocol): Not applicable

EU classification information (confirmed classification result)

xylene : Flam. Liq. 3 , Acute Tox. 4 * , Acute Tox. 4 * , Skin Irrit. 2

EU classification information (danger phrases):

xylene : H226 , H332 , H312 , H315

EU classification information (safety statement): Not applicable

16. REFERENCE MATERIALS

·Material source : product handbook issued by manufacturing company

MSDS from korea occupational safety & health agency

·The framing date : 2007.10.17

·The final revision date : 2020.12.09


