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LHWAX 629P

Version Number: 01.07.2024

Product Category Oxidized Polyethylene Wax

Product Features Better resin compatibility.
High gloss and no haze.

Typical application Recommend this product for scratch resistance in powder coatings, as
a dispersant in plastic pigments, in wax emulsions, and for PVC
dispersion.

Usage This product can be directly added and dispersed.

Addition amount Please choose the optimal addition amount ranging from 0.5%

to 1% according to different actual requirements.

Technical Dat Appearance Yellow and White
Effective Component: 100%
Density GB/T 1033.1-2008 0.90-0.95 (g/lcm?®)
Melting point 110°C
Acid value mg/KOH/g 14-16
Viscosity(@140°CViscosity 55¢cps

Packaging and Storage  This product is packaged in 25kg kraft paper bags and should be
stored in a dry and cool place. The storage period of this product
is 24 months starting from the date of delivery. After that, it
should be inspected before use.

Laws and Regulations  All components comply with the regulations listed on the US
TSCA and European EINECS, are safe and environmentally
friendly, and meet the latest environmental protection
regulations of the European Union. For more information,
please contact Longhai Chemical Co., Ltd.

The data presented on the data page are only typical values and not the technical specifications of the product.
The above data only include the typical technical data of the product. For detailed technical data, please contact
our company's Customer Service Department.

This version replaces previous versions.

"Longhai Wax Additive" is a registered trademark of Longhai Company.
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